Lucas C P Cojors 



are unequalled; the natural 
pigments used are com- 
mercially pure, and~the 

STRONGEST, FINEST AND 
CLEAREST IN TONg that 

are mined in this country; 
while the chemical fc £plors 
used are our own manu- 
facture and are guaran- 
teed chemically pure. We 
challenge any manufac- 
turer to make the_same 
colors any brighter, any- 
stronger, any finer, any 
purer, or more durable. 



JOHN LUCAS & CO. 



Lucas Whites 



GUARANTEE PURE WHITE LEAD 

Our own grinding. Old Dutch process, perfectly 
corroded, dry Hydrocarbonate of Lead, thoroughly 
mixed and finely ground in extra pale refined pure 
linseed oil. It is " short," fine and of very excep- 
tional whiteness. Unequalled for interior flatting. 

GUARANTEE PURE LEAD AND ZINC 

A combination of pure white lead and pure Ameri- 
can zinc,, ground fine in refined linseed oil. An 
excellent base for making tints for general outside 
work. Excellent working qualities and very 
durable. 

CAPITOL WHITE LEAD 

A combination white composed of old Dutch pro- 
cess dry white lead, French process zinc and 
permanent white, intimately mixed and carefullv 
ground m refined clarified pure linseed oil it 
contains no metallic lead and no water. It will 
neither dust nor blacken like pure lead and is 
more durable. It is cheaper than pure lead and is 
non-poisonous. We guarantee it. 

V. M. SUPERIOR FRENCH ZINC 

The ideal white zinc. A dazzling white of unequal- 
led brilliancy. Non-poisonous. Ground with great 
Sf,™ 1 exceedingly fi„ e in speciallv refined, 
almost colorless, pure linseed oil. 

PURE AMERICAN ZINC 

5h?£"£ vvh " ™ e W*l The best domestic zinc 
wnm e "T<! 5 ne "! P" r e Hnseed oil. Particularlv 
recommended for mixing with white lead for base 
or stock for general work. 



Lucas C P Colors 
for tinting 



JOHN LUCAS & CO. 
Mnfrs. 
Philadelphia 
New York 
Chicago 



LUCAS COLORS 







LUCAS 


Showing/ 1 }]>■ of Color re 
\i lb. of Color rec 


C P 
Raw 
Turkey 
Umber 






C P 
English 
Venetian 
Red 






C P 
Burnt 
Turkey 
Umber 






C P 
Raw 
Italian 
Sienna 






C P 
Burnt 
Italian 
Sienna 







ASSOCIATION 

FOR 
PRESERVATION 
TECHNOLOGY, 
INTERNATIONAL 
www.apti.org 



UCAS COLORS 

lb. of Color reduced with 100 lbs. Lead- 
lb. of Color reduced with iooo lbs. Lead. 




BUILDING 
TECHNOLOGY 
HERITAGE 
LIBRARY 

htt ps://archive.org/details/buildingtechnoloqvherit agelibrary 



From the collection of: 

Jablonski Building Conservation 

www . jbco n serv ation. c om 




